
 Page 25 of 57 Report No. 60394292 001 

IEC 62368-1  

Clause Requirement + Test Result - Remark Verdict 

 

IEC62368_1B 

 

B.4.5 Short circuit and interruption of electrodes in 
tubes and semiconductors 

 N/A 

B.4.6 Short circuit or disconnect of passive components  N/A 

B.4.7 Continuous operation of components  N/A 

B.4.8 Class 1 and Class 2 energy sources within limits 
during and after single fault conditions 

 P 

B.4.9 Battery charging under single fault conditions ... :  P 

C UV RADIATION N/A 

C.1 Protection of materials in equipment from UV 
radiation 

 N/A 

C.1.2 Requirements   N/A 

C.1.3 Test method   N/A 

C.2 UV light conditioning test  N/A 

C.2.1 Test apparatus  N/A 

C.2.2 Mounting of test samples  N/A 

C.2.3 Carbon-arc light-exposure apparatus  N/A 

C.2.4 Xenon-arc light exposure apparatus  N/A 

D TEST GENERATORS N/A 

D.1 Impulse test generators  N/A 

D.2 Antenna interface test generator  N/A 

D.3 Electronic pulse generator  N/A 

E TEST CONDITIONS FOR EQUIPMENT CONTAINING AUDIO AMPLIFIERS N/A 

E.1 Audio amplifier normal operating conditions  N/A 

 Audio signal voltage (V) ...................................... :   

 Rated load impedance (Ω)  ................................. :   

E.2 Audio amplifier abnormal operating conditions  N/A 

F  EQUIPMENT MARKINGS, INSTRUCTIONS, AND INSTRUCTIONAL SAFEGUARDS P 

F.1 General requirements  P 

 Instructions – Language  ..................................... : English and German   

F.2 Letter symbols and graphical symbols  P 

F.2.1 Letter symbols according to IEC60027-1  N/A 

F.2.2 Graphic symbols IEC, ISO or manufacturer 
specific 

 P 

F.3 Equipment markings P 

F.3.1 Equipment marking locations  Equipment and rating marking are 
on the exterior of EUT. 

P 

F.3.2 Equipment identification markings  P 

F.3.2.1 Manufacturer identification  ................................. : See copy of marking plate  

F.3.2.2 Model identification  ............................................. : See copy of marking plate  
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F.3.3 Equipment rating markings  P 

F.3.3.1 Equipment with direct connection to mains  P 

F.3.3.2 Equipment without direct connection to mains   N/A 

F.3.3.3 Nature of supply voltage...................................... : See copy of marking plate  

F.3.3.4 Rated voltage ...................................................... : See copy of marking plate  

F.3.3.4 Rated frequency .................................................. : See copy of marking plate  

F.3.3.6 Rated current or rated power .............................. : See copy of marking plate  

F.3.3.7 Equipment with multiple supply connections  P 

F.3.4 Voltage setting device No voltage setting device. N/A 

F.3.5 Terminals and operating devices  P 

F.3.5.1 Mains appliance outlet and socket-outlet 
markings ............................................................. : 

No appliance outlet and socket-
outlet. 

N/A 

F.3.5.2 Switch position identification marking ................ : No disconnect switch. N/A 

F.3.5.3 Replacement fuse identification and rating 
markings ............................................................. : 

Evaluated in approved SPS. P 

F.3.5.4 Replacement battery identification marking ....... : See instruction manual. P 

F.3.5.5 Terminal marking location  P 

F.3.6 Equipment markings related to equipment 
classification 

 P 

F.3.6.1 Class I Equipment See marking and instruction P 

F.3.6.1.1 Protective earthing conductor terminal  P 

F.3.6.1.2 Neutral conductor terminal   N/A 

F.3.6.1.3 Protective bonding conductor terminals   N/A 

F.3.6.2 Class II equipment (IEC60417-5172)  N/A 

F.3.6.2.1 Class II equipment with or without functional earth  N/A 

F.3.6.2.2 Class II equipment with functional earth terminal 
marking 

 N/A 

F.3.7 Equipment IP rating marking  .............................. : IPX0  

F.3.8 External power supply output marking  N/A 

F.3.9 Durability, legibility and permanence of marking  P 

F.3.10 Test for permanence of markings  P 

F.4 Instructions P 

 a) Equipment for use in locations where children 
not likely to be present – marking 

This unit is used in server room, 
and children is not intent to use. 

P 

 b) Instructions given for installation or initial use  P 

 c) Equipment intended to be fastened in place  N/A 

 d) Equipment intended for use only in restricted 
access area  

 P 
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 e) Audio equipment terminals classified as ES3 
and other equipment with terminals marked in 
accordance F.3.6.1 

 N/A 

 f) Protective earthing employed as safeguard  P 

 g) Protective earthing conductor current exceeding 
ES2 limits 

 N/A 

 h) Symbols used on equipment   N/A 

 i) Permanently connected equipment not provided 
with all-pole mains switch 

 N/A 

 j) Replaceable components or modules providing 
safeguard function 

 N/A 

F.5 Instructional safeguards  P 

 Where “instructional safeguard” is referenced in 
the test report it specifies the required elements, 
location of marking and/or instruction 

 P 

G COMPONENTS P 

G.1 Switches N/A 

G.1.1 General requirements  N/A 

G.1.2  Ratings, endurance, spacing, maximum load  N/A 

G.2 Relays N/A 

G.2.1 General requirements  N/A 

G.2.2 Overload test   N/A 

G.2.3 Relay controlling connectors supply power  N/A 

G.2.4 Mains relay, modified as stated in G.2  N/A 

G.3 Protection Devices P 

G.3.1 Thermal cut-offs  N/A 

G.3.1.1a) 
&b) 

Thermal cut-outs separately approved according 
to IEC 60730 with conditions indicated in a) & b) 

 N/A 

G.3.1.1c) Thermal cut-outs tested as part of the equipment 
as indicated in c)  

 N/A 

G.3.1.2 Thermal cut-off connections maintained and 
secure  

 N/A 

G.3.2 Thermal links N/A 

G.3.2.1a) Thermal links separately tested with IEC 60691  N/A 

G.3.2.1b) Thermal links tested as part of the equipment   N/A 

 Aging hours (H) .................................................. :   

 Single Fault Condition ........................................ :   

 Test Voltage (V) and Insulation Resistance () . :   

G.3.3 PTC Thermistors   P 

G.3.4 Overcurrent protection devices  N/A 

G.3.5 Safeguards components not mentioned in G.3.1 to G.3.5  N/A 
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G.3.5.1 Non-resettable devices suitably rated and 
marking provided 

 N/A 

G.3.5.2 Single faults conditions ........................................ :  N/A 

G.4 Connectors P 

G.4.1 Spacings  P 

G.4.2 Mains connector configuration  ........................... : Evaluated in approved SPS. P 

G.4.3 Plug is shaped that insertion into mains socket-
outlets or appliance coupler is unlikely 

 P 

G.5 Wound Components N/A 

G.5.1 Wire insulation in wound components ................   N/A 

G.5.1.2 a) Two wires in contact inside wound component, 
angle between 45° and 90° 

 N/A 

G.5.1.2 b) Construction subject to routine testing  N/A 

G.5.2 Endurance test on wound components  N/A 

G.5.2.1 General test requirements  N/A 

G.5.2.2 Heat run test   N/A 

 Time (s) ............................................................... :   

 Temperature (C) ................................................ :   

G.5.2.3 Wound Components supplied by mains  N/A 

G.5.3 Transformers N/A 

G.5.3.1 Requirements applied (IEC61204-7, IEC61558-
1/-2, and/or IEC62368-1)..................................... : 

 N/A 

 Position ................................................................ :   

 Method of protection  ........................................... :   

G.5.3.2 Insulation  N/A 

 Protection from displacement of windings........... :   

G.5.3.3 Overload test ...................................................... :  N/A 

G.5.3.3.1 Test conditions  N/A 

G.5.3.3.2 Winding Temperatures testing in the unit  N/A 

G.5.3.3.3 Winding Temperatures - Alternative test method  N/A 

G.5.4 Motors N/A 

G.5.4.1 General requirements Approved DC fan used. N/A 

 Position  ............................................................... :   

G.5.4.2 Test conditions  N/A 

G.5.4.3 Running overload test  N/A 

G.5.4.4 Locked-rotor overload test  N/A 

 Test duration (days)  ........................................... :   

G.5.4.5 Running overload test for d.c. motors in 
secondary circuits 

 N/A 
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G.5.4.5.2 Tested in the unit   N/A 

 Electric strength test (V) ...................................... :   

G.5.4.5.3 Tested on the Bench - Alternative test method; 
test time (h)  ........................................................ : 

 N/A 

 Electric strength test (V) ...................................... :    

G.5.4.6 Locked-rotor overload test for d.c. motors in 
secondary circuits 

 N/A 

G.5.4.6.2 Tested in the unit  N/A 

 Maximum Temperature  ...................................... :    N/A 

 Electric strength test (V)  ..................................... :  N/A 

G.5.4.6.3 Tested on the bench - Alternative test method; 
test time (h) ......................................................... : 

 N/A 

 Electric strength test (V) ...................................... :   N/A 

G.5.4.7 Motors with capacitors  N/A 

G.5.4.8 Three-phase motors  N/A 

G.5.4.9 Series motors  N/A 

 Operating voltage  ............................................... :   

G.6 Wire Insulation N/A 

G.6.1 General   N/A 

G.6.2 Solvent-based enamel wiring insulation  N/A 

G.7 Mains supply cords N/A 

G.7.1 General requirements No power supply cord provided. N/A 

 Type ..................................................................... :   

 Rated current (A) ................................................. :   

 Cross-sectional area (mm2), (AWG)................... :   

G.7.2 Compliance and test method  N/A 

G.7.3 Cord anchorages and strain relief for non-
detachable power supply cords 

 N/A 

G.7.3.2 Cord strain relief  N/A 

G.7.3.2.1 Requirements   N/A 

 Strain relief test force (N) .................................... :   

G.7.3.2.2 Strain relief mechanism failure   N/A 

G.7.3.2.3 Cord sheath or jacket position, distance (mm) .... :    

G.7.3.2.4 Strain relief comprised of polymeric material  N/A 

G.7.4 Cord Entry .......................................................... :  N/A 

G.7.5 Non-detachable cord bend protection  N/A 

G.7.5.1 Requirements   N/A 

G.7.5.2 Mass (g) .............................................................. :   
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 Diameter (m) ....................................................... :   

 Temperature (C) ................................................ :   

G.7.6 Supply wiring space  N/A 

G.7.6.2 Stranded wire  N/A 

G.7.6.2.1 Test with 8 mm strand  N/A 

G.8 Varistors N/A 

G.8.1 General requirements  N/A 

G.8.2 Safeguard against shock   N/A 

G.8.3 Safeguard against fire N/A 

G.8.3.2 Varistor overload test .......................................... :  N/A 

G.8.3.3 Temporary overvoltage ....................................... :  N/A 

G.9 Integrated Circuit (IC) Current Limiters N/A 

G.9.1 a) Manufacturer defines limit at max. 5A.  N/A 

G.9.1 b) Limiters do not have manual operator or reset  N/A 

G.9.1 c) Supply source does not exceed 250 VA  ............ :   

G.9.1 d) IC limiter output current (max. 5A) ...................... :   

G.9.1 e) Manufacturers’ defined drift  ................................ :   

G.9.2 Test Program 1  N/A 

G.9.3 Test Program 2  N/A 

G.9.4 Test Program 3  N/A 

G.10 Resistors N/A 

G.10.1 General requirements  N/A 

G.10.2 Resistor test   N/A 

G.10.3 Test for resistors serving as safeguards between 
the mains and an external circuit consisting of a 
coaxial cable 

 N/A 

G.10.3.1 General requirements  N/A 

G.10.3.2 Voltage surge test  N/A 

G.10.3.3 Impulse test  N/A 

G.11 Capacitor and RC units N/A 

G.11.1 General requirements   N/A 

G.11.2 Conditioning of capacitors and RC units   N/A 

G.11.3 Rules for selecting capacitors   N/A 

G.12 Optocouplers N/A 

 Optocouplers comply with IEC 60747-5-5:2007 
Spacing or Electric Strength Test (specify option 
and test results) ................................................... : 

 N/A 

 Type test voltage Vini .......................................... :   
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 Routine test voltage, Vini,b.................................. :   

G.13 Printed boards P 

G.13.1 General requirements  P 

G.13.2 Uncoated printed boards  P 

G.13.3 Coated printed boards  N/A 

G.13.4 Insulation between conductors on the same inner 
surface 

 N/A 

 Compliance with cemented joint requirements 
(Specify construction) .......................................... : 

 
 

G.13.5 Insulation between conductors on different 
surfaces 

 N/A 

 Distance through insulation .................................. :  N/A 

 Number of insulation layers (pcs) ........................ :   

G.13.6 Tests on coated printed boards  N/A 

G.13.6.1 Sample preparation and preliminary inspection  N/A 

G.13.6.2a) Thermal conditioning  N/A 

G.13.6.2b) Electric strength test  N/A 

G.13.6.2c) Abrasion resistance test  N/A 

G.14 Coating on components terminals N/A 

G.14.1 Requirements  .................................................... :  N/A 

G.15 Liquid filled components N/A 

G.15.1 General requirements  N/A 

G.15.2 Requirements   N/A 

G.15.3 Compliance and test methods  N/A 

G.15.3.1 Hydrostatic pressure test  N/A 

G.15.3.2 Creep resistance test  N/A 

G.15.3.3 Tubing and fittings compatibility test  N/A 

G.15.3.4 Vibration test  N/A 

G.15.3.5 Thermal cycling test  N/A 

G.15.3.6 Force test  N/A 

G.15.4 Compliance   N/A 

G.16 IC including capacitor discharge function (ICX) N/A 

a) Humidity treatment in accordance with sc5.4.8 – 
120 hours 

 N/A 

b) Impulse test using circuit 2 with Uc = to transient 
voltage  ................................................................ : 

 N/A 

C1) Application of ac voltage at 110% of rated voltage 
for 2.5 minutes 

 N/A 

C2) Test voltage  ........................................................ :   
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D1) 10,000 cycles on and off using capacitor with 
smallest capacitance resistor with largest 
resistance specified by manufacturer 

 N/A 

D2) Capacitance  ....................................................... :   

D3) Resistance  .......................................................... :   

H CRITERIA FOR TELEPHONE RINGING SIGNALS  N/A 

H.1 General  N/A 

H.2  Method A  N/A 

H.3 Method B  N/A 

H.3.1 Ringing signal  N/A 

H.3.1.1 Frequency (Hz)  ................................................... :   

H.3.1.2 Voltage (V)  ......................................................... :   

H.3.1.3 Cadence; time (s) and voltage (V)  ..................... :   

H.3.1.4 Single fault current (mA):..................................... :   

H.3.2 Tripping device and monitoring voltage .............. :  N/A 

H.3.2.1 Conditions for use of a tripping device or a 
monitoring voltage complied with 

 N/A 

H.3.2.2 Tripping device  N/A 

H.3.2.3 Monitoring voltage (V) ......................................... :   

J INSULATED WINDING WIRES FOR USE WITHOUT INTERLEAVED INSULATION  N/A 

 General requirements  N/A 

K SAFETY INTERLOCKS N/A 

K.1 General requirements  N/A 

K.2 Components of safety interlock safeguard 
mechanism  .........................................................  

 N/A 

K.3 Inadvertent change of operating mode   N/A 

K.4 Interlock safeguard override   N/A 

K.5 Fail-safe  N/A 

 Compliance ......................................................... :  N/A 

K.6 Mechanically operated safety interlocks   N/A 

K.6.1 Endurance requirement  N/A 

K.6.2 Compliance and Test method ............................. :  N/A 

K.7 Interlock circuit isolation   N/A 

K.7.1 Separation distance for contact gaps & interlock 
circuit elements (type and circuit location)  ......... : 

 N/A 

K.7.2 Overload test, Current (A) ................................... :  N/A 

K.7.3 Endurance test   N/A 

K.7.4 Electric strength test  ........................................... :  N/A 
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L DISCONNECT DEVICES P 

L.1 General requirements Appliance coupler is considered as 
disconnected device. 

P 

L.2 Permanently connected equipment   N/A 

L.3 Parts that remain energized   P 

L.4 Single phase equipment   P 

L.5 Three-phase equipment   N/A 

L.6 Switches as disconnect devices   N/A 

L.7 Plugs as disconnect devices   N/A 

L.8 Multiple power sources   P 

M EQUIPMENT CONTAINING BATTERIES AND THEIR PROTECTION CIRCUITS P 

M.1 General requirements  P 

M.2 Safety of batteries and their cells  P 

M.2.1 Requirements  P 

M.2.2 Compliance and test method (identify method) .. : See appended table 4.1.2 for RTC 
battery. 

P 

M.3 Protection circuits  P 

M.3.1 Requirements   P 

M.3.2 Tests RTC Battery is protected against 
charging current by multiple 
components.  

P 

 - Overcharging of a rechargeable battery  N/A 

 - Unintentional charging of a non-rechargeable 
battery  

 P 

 - Reverse charging of a rechargeable battery  N/A 

 - Excessive discharging rate for any battery  N/A 

M.3.3 Compliance  ......................................................... : (See appended Table annex M) P 

M.4 Additional safeguards for equipment containing 
secondary lithium battery 

 N/A 

M.4.1 General  N/A 

M.4.2 Charging safeguards  N/A 

M.4.2.1 Charging operating limits  N/A 

M.4.2.2a) Charging voltage, current and temperature ........ :   

M.4.2.2 b) Single faults in charging circuitry ........................ :   

M.4.3 Fire Enclosure  N/A 

M.4.4 Endurance of equipment containing a secondary 
lithium battery  

 N/A 

M.4.4.2 Preparation  N/A 

M.4.4.3 Drop and charge/discharge function tests  N/A 

 Drop  N/A 
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 Charge  N/A 

 Discharge  N/A 

M.4.4.4 Charge-discharge cycle test  N/A 

M.4.4.5 Result of charge-discharge cycle test  N/A 

M.5 Risk of burn due to short circuit during carrying  N/A 

M.5.1 Requirement  N/A 

M.5.2 Compliance and Test Method (Test of P.2.3)  N/A 

M.6 Prevention of short circuits and protection from 
other effects of electric current 

 N/A 

M.6.1 Short circuits  N/A 

M.6.1.1 General requirements  N/A 

M.6.1.2 Test method to simulate an internal fault   N/A 

M.6.1.3 Compliance (Specify M.6.1.2 or alternative 
method)  .............................................................. : 

 N/A 

M.6.2 Leakage current (mA)  ........................................ :   N/A 

M.7 Risk of explosion from lead acid and NiCd 
batteries 

 N/A 

M.7.1 Ventilation preventing explosive gas 
concentration 

 N/A 

M.7.2 Compliance and test method   N/A 

M.8 Protection against internal ignition from external 
spark sources of lead acid batteries 

 N/A 

M.8.1 General requirements  N/A 

M.8.2 Test method  N/A 

M.8.2.1 General requirements  N/A 

M.8.2.2 Estimation of hypothetical volume Vz (m3/s) ....... :   

M.8.2.3 Correction factors ................................................ :   

M.8.2.4 Calculation of distance d (mm)  .......................... :   

M.9 Preventing electrolyte spillage  N/A 

M.9.1 Protection from electrolyte spillage  N/A 

M.9.2 Tray for preventing electrolyte spillage   N/A 

M.10 Instructions to prevent reasonably foreseeable 
misuse (Determination of compliance: inspection, 
data review; or abnormal testing)  ....................... : 

Complied by inspection and data 
review. Provided in user’s manual. 

P 

N ELECTROCHEMICAL POTENTIALS P 

 Metal(s) used ...................................................... : The combined electrochemical 
potential is below 0.6V. 

 

O MEASUREMENT OF CREEPAGE DISTANCES AND CLEARANCES P 

 Figures O.1 to O.20 of this Annex applied .......... : Pollution degree considered  
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P SAFEGUARDS AGAINST ENTRY OF FOREIGN OBJECTS AND SPILLAGE OF 
INTERNAL LIQUIDS  

P 

P.1 General requirements  P 

P.2.2 Safeguards against entry of foreign object Enclosure used.  P 

 Location and Dimensions (mm)  ......................... : Side/bottom opening: No any 
opening. 

 

Front opening: within 4.0x4.0 mm 
per each hole and no any 
component when mapping to the 
area. 

 

Rear side opening: 4.33 x 4.33  
mm in any dimension for DC fan 
guard. 

 

P.2.3 Safeguard against the consequences of entry of 
foreign object 

 N/A 

P.2.3.1 Safeguards against the entry of a foreign object  N/A 

 Openings in transportable equipment   N/A 

 Transportable equipment with metalized plastic 
parts .................................................................... : 

 N/A 

P.2.3.2 Openings in transportable equipment in relation 
to metallized parts of a barrier or enclosure 
(identification of supplementary safeguard)  ....... : 

 N/A 

P.3 Safeguards against spillage of internal liquids  N/A 

P.3.1 General requirements  N/A 

P.3.2 Determination of spillage consequences   N/A 

P.3.3 Spillage safeguards  N/A 

P.3.4 Safeguards effectiveness  N/A 

P.4 Metallized coatings and adhesive securing parts  N/A 

P.4.2 a) Conditioning testing  N/A 

 Tc (°C) ................................................................. :   

 Tr (°C) ................................................................. :   

 Ta (°C) ................................................................. :   

P.4.2 b) Abrasion testing  ................................................. :  N/A 

P.4.2 c) Mechanical strength testing ................................. :  N/A 

Q CIRCUITS INTENDED FOR INTERCONNECTION WITH BUILDING WIRING P 

Q.1 Limited power sources  P 

Q.1.1 a) Inherently limited output  N/A 

Q.1.1 b) Impedance limited output  P 

 - Regulating network limited output under normal 
operating and simulated single fault condition 

 N/A 
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Q.1.1 c) Overcurrent protective device limited output  N/A 

Q.1.1 d) IC current limiter complying with G.9   P 

Q.1.2 Compliance and test method See table Q.1 P 

Q.2 Test for external circuits – paired conductor cable  N/A 

 Maximum output current (A)  ............................... :    

 Current limiting method ........................................ :   

R LIMITED SHORT CIRCUIT TEST N/A 

R.1 General requirements  N/A 

R.2 Determination of the overcurrent protective 
device and circuit  

 N/A 

R.3 Test method Supply voltage (V) and short-circuit 
current (A)).  ...................................................... : 

 N/A 

S TESTS FOR RESISTANCE TO HEAT AND FIRE N/A 

S.1 Flammability test for fire enclosures and fire 
barrier materials of equipment where the steady 
state power does not exceed 4 000 W 

 N/A 

 Samples, material ............................................... :   

 Wall thickness (mm) ............................................ :   

 Conditioning (C) ................................................. :   

 Test flame according to IEC 60695-11-5 with 
conditions as set out 

 N/A 

 - Material not consumed completely  N/A 

 - Material extinguishes within 30s  N/A 

 - No burning of layer or wrapping tissue  N/A 

S.2 Flammability test for fire enclosure and fire barrier 
integrity 

 N/A 

 Samples, material ............................................... :   

 Wall thickness (mm) ............................................ :   

 Conditioning (C) ................................................. :    

 Test flame according to IEC 60695-11-5 with 
conditions as set out 

 N/A 

 Test specimen does not show any additional hole  N/A 

S.3 Flammability test for the bottom of a fire 
enclosure  

 N/A 

 Samples, material ............................................... :   

 Wall thickness (mm) ............................................ :   

 Cheesecloth did not ignite  N/A 

S.4 Flammability classification of materials  N/A 
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S.5 Flammability test for fire enclosures and fire 
barrier materials of equipment where the steady 
state power does not exceed 4 000 W 

 N/A 

 Samples, material ............................................... :   

 Wall thickness (mm) ............................................ :   

 Conditioning (test condition), (C) ....................... :   

 Test flame according to IEC 60695-11-20 with 
conditions as set out 

 N/A 

 After every test specimen was not consumed 
completely 

 N/A 

 After fifth flame application, flame extinguished 
within 1 min 

 N/A 

T MECHANICAL STRENGTH TESTS P 

T.1 General requirements  P 

T.2 Steady force test, 10 N ....................................... : (See appended table 5.4.2.2) P 

T.3 Steady force test, 30 N ....................................... :  N/A 

T.4 Steady force test, 100 N ..................................... :  N/A 

T.5 Steady force test, 250 N ..................................... : (See appended table T.5) P 

T.6 Enclosure impact test (See appended table T.6) P 

 Fall test   P 

 Swing test   N/A 

T.7 Drop test  ............................................................. :  N/A 

T.8 Stress relief test .................................................. :  N/A 

T.9 Impact Test (glass)  N/A 

T.9.1 General requirements  N/A 

T.9.2 Impact test and compliance  N/A 

 Impact energy (J) ................................................... :   

 Height (m) .............................................................. :   

T.10 Glass fragmentation test ....................................... :  N/A 

T.11 Test for telescoping or rod antennas  N/A 

 Torque value (Nm) ............................................... :   

U MECHANICAL STRENGTH OF CATHODE RAY TUBES (CRT) AND PROTECTION 
AGAINST THE EFECTS OF IMPLOSION 

N/A 

U.1 General requirements  N/A 

U.2 Compliance and test method for non-intrinsically 
protected CRTs 

 N/A 

U.3 Protective Screen ................................................... :  N/A 

V DETERMINATION OF ACCESSIBLE PARTS (FINGERS, PROBES AND WEDGES) P 

V.1 Accessible parts of equipment Figure V.2 and  V.3 are considered. P 
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V.2 Accessible part criterion  P 
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4.1.2 TABLE: List of critical components P 
 

Object/part No. Manufacturer/ 
trademark 

Type/model Technical data Standard 
(Edition / year) 

Mark(s) of 
conformity1) 

Metal enclosure Interchangeable Interchangeable Metal, 
thickness min. 
1.0 mm. 

-- -- 

Redundant Power Etasis 
Electronics 

Corporation 

EFRP-S2400C I/P: AC 100-
240V~, 5.0-

2.5A, 50-60Hz 

O/P: +3.3V/ 
20A, +5V/ 20A,   
+12V/ 32A,         
-12V/ 0.5A, 

+5VSB/ 2.5A 

+5V & +3.3V 
Combine Max. 
140W  

Total power: 
400W 

Class I, 50C, 

5000m 

IEC 60950-1 : 
2005+A1+A2, 

EN 60950-1: 
2006+A11+A1+ 
A12+A2,         
UL 60950-1 

CB (SG-OF-
13806), TÜV (B 15 

12 28569 372), UL 
(E176239) 

- Power Module Etasis 
Electronics 
Corporation 

EFRP-S400C I/P: AC 100-
240V~, 5.0-
2.5A, 50-60Hz 

O/P: +12V/ 
32A, +5VSB/ 

2.5A, 

Total power: 
400W 

Class I, 50C, 

5000m 

IEC 60950-1: 
2005+A1+A2, 
EN 60950-1: 
2006+A11+A1+ 

A12+A2,         
UL 60950-1 

CB (SG-OF-
13806), TÜV (B 15 
12 28569 372), UL 
(E176239) 
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Redundant Power 
Supply 

Zippy 
Technology 
Corp. 

DM1P2-
5420V4V 

I/P: -36 - -
72Vdc, 16-8A 

O/P: +5V / 0-

32A, +12V / 
35A, +3.3V / 0-
25A,   
-12V / 0-0.5A, 
+5VSB / 0-

3.5A, (+5V & 
+3.3V Total 
Max. 170W), 
Max. power: 
420W 

Class I, 50 
degree C, 

5000m 

IEC 60950-1 : 
2005+A1+A2, 

EN 60950-1: 
2006+A11+A1+ 
A12+A2, 

UL 60950-1 2nd 
edition, 201410-
14 

CAN/CSA C22.2 
No. 60950-1-07 
2nd edition, 

2014-10 

CB (JPTUV-
073658), 

TÜV (R 
50350676), UL 
(E143756) , cUL 

- Power Module 
(One or two 
provided) 

Zippy 
Technology 
Corp. 

DM1P-2420V I/P:  -36 - -
72Vdc, 16-8A 

O/P: +12V / 
35A, +5VSB / 
0-3.5A, Max. 
power: 420W 

Class I, 50 
degree C, 

5000m 

IEC 60950-1 : 
2005+A1+A2, 

EN 60950-1: 
2006+A11+A1+ 
A12+A2, 

UL 60950-1 2nd 
edition, 201410-
14 

CAN/CSA C22.2 

No. 60950-1-07 
2nd edition, 
2014-10 

CB (JPTUV-
073658), 

TÜV (R 
50350676), UL 
(E143756) , cUL 

All PCBs material Interchangeable Interchangeable V-1 or better , 

105C min. 

UL 796 UL 

Hard Disk Drive 
(HDD) (One 
provided) 
(Optional) 

HGST Japan, 
Ltd. 

TT7SAE500 Generic, 5Vdc, 
0.8A max. 

EN 60950-1: 
2006 +A11+A1+ 
A12,               
UL 60950-1     

TÜV (R 
50024840), UL 
(E182115) 

 Interchangeable Interchangeable Rated 5V, max. 
0.8A. 

EN/IEC  60950-
1,                    
UL 60950-1 

TÜV or VDE or 
ENEC or NORDIC  

UL 

Solid State Drive 
(SSD) (One 
provided) 
(optional) 

Interchangeable Interchangeable Rated 5Vdc, 
0.26A max. 

-- -- 

DC Fan (Three 
provided) (for 

system) 

Sanyo Denki 
Co., Ltd. 

9GA0612P1J601 Outward, 
12Vdc, 1.5A, 

62CFM 

EN 60950-1: 
2006+A11+A1+

A12+A2,         
UL 507 

TÜV (R 2051038), 
UL (E46810), 
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Poly-switch (FS1) 
(USB port 
protector) 

Polytronics 
Technology 
Corp. 

SMD1812P110T
F 

PTC type, 
Vmax= 8Vdc, 
Isc= 100A,        
Ih= 1.1A,           

It= 2.2A  

IEC/EN 60730-
1: 2000 (Tested 
to clauses 15, 
17, J15 and 

J17),               
UL 1434 

TÜV (R 
50099121), UL 
(E201431) 

RTC battery 
(BAT1) 

Hitachi Maxell 
Ltd. 

CR2032 3Vdc, 220mAh, 
Max Abnormal 
Charging 

Current 10mA 

UL 1642 UL (MH12568) 

 Sony Energy 
Devices Corp. 

CR2032 3Vdc, 220mAh, 
Max Abnormal 
Charging 
Current 10mA 

UL 1642 UL (MH12566) 

 Mitsubishi 
Electric Corp. 

CR2032 3Vdc, 210mAh, 
Max Abnormal 
Charging 
Current 10mA 

UL 1642 UL (MH15370) 

 Mitsubishi 
Electric Home 

Appliance Co 
Ltd. 

CR2032, 
CR2032E 

3Vdc, 210mAh, 
Max Abnormal 

Charging 
Current 10mA 

UL 1642 UL (MH21249) 

 Panasonic 
Corporation, 

CR2032 3Vdc, 220mAh, 
Max Abnormal 
Charging 
Current 10mA 

UL 1642 UL (MH12210) 

 VIC-DAWN 
Enterprise Co., 
Ltd. 

CR2032 3Vdc, 220mAh, 
Max Abnormal 
Charging 

Current 10mA 

UL 1642 UL (MH20550) 

 Toshiba Home 
Appliances Corp. 

CR2032 3Vdc, 210mAh, 
Max Abnormal 
Charging 
Current 10mA 

UL 1642 UL (MH12828) 

 Shun Wo New 
Power Battery 
Technology Ltd. 
(Newsun) 

CR2032 3Vdc, 220mAh, 
Max Abnormal 
Charging 
Current 10mA 

UL 1642 UL (MH25881) 

 Double Best Co., 
Ltd. 

CR2032 3Vdc, 220mAh, 
Max Abnormal 

Charging 
Current 10mA 

UL 1642 UL (MH45388) 

 Spectrum Brands 
Inc. 

CR2032 3Vdc, 220mAh, 
Max Abnormal 
Charging 
Current 5mA 

UL 1642 UL (MH12542) 
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 FDK Corp. CR2032, 
CR2032U 

3Vdc, 220mAh, 
max Abnormal 
Charging 
Current 5mA 

UL 1642 UL (MH13421) 

      

Supplementary information: 

1) Provided evidence ensures the agreed level of compliance. See OD-CB2039. 

 

 

4.8.4, 
4.8.5 

TABLE:  Lithium coin/button cell batteries mechanical tests N/A 

(The following mechanical tests are conducted in the sequence noted.) 

4.8.4.2 TABLE: Stress Relief  test  

Part Material Oven Temperature (°C) Comments 

    

4.8.4.3 TABLE: Battery replacement test  

Battery part no. .............................................................. :   — 

Battery Installation/withdrawal Battery Installation/Removal Cycle Comments 

 1  

2  

3  

4  

5  

6  

8  

9  

10  

4.8.4.4 TABLE: Drop test  

Impact Area Drop Distance Drop No. Observations 

  1  

  2  

  3  

4.8.4.5 TABLE: Impact  

Impacts per surface Surface tested Impact energy (Nm) Comments 
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4.8.4, 
4.8.5 

TABLE:  Lithium coin/button cell batteries mechanical tests N/A 

(The following mechanical tests are conducted in the sequence noted.) 

4.8.4.6 TABLE: Crush test  

Test position Surface tested Crushing Force (N) Duration force 
applied (s)  

    

    

Supplementary information: 

 

4.8.5 TABLE: Lithium coin/button cell batteries mechanical test result N/A 

Test position Surface tested Force (N) Duration force 
applied (s)  

    

    

Supplementary information: 

 

Supplementary Information:  

 

5.2.2.3 - Capacitance Limits 

No. 
Supply 
Voltage 

Location (e.g. 
circuit 
designation) 

Test conditions 
Parameters 

ES Class 
Capacitance, nF Upk (V) 

   Normal   

 
Abnormal   

Single fault – 
SC/OC 

  

5.2 Table: Classification of electrical energy sources N/A 

5.2.2.2 –Steady State Voltage and Current conditions 

No. 
Supply 
Voltage 

Location (e.g. 
circuit 
designation)  

Test conditions 

Parameters 

ES Class U  

(Vrms or Vpk) 

I  

(Apk or Arms) 
Hz 

   Normal    

 
Abnormal    

Single fault – 
SC/OC 

   

   Normal    

 
Abnormal    

Single fault – 
SC/OC 
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5.2.2.4 - Single Pulses 

No. 
Supply 
Voltage 

Location (e.g. 
circuit 
designation)  

Test conditions 

Parameters 

ES Class Duration 
(ms) 

Upk (V) Ipk (mA) 

   Normal    

 
Abnormal    

Single fault – 
SC/OC 

   

5.2.2.5 - Repetitive Pulses 

No. 
Supply 
Voltage 

Location (e.g. 
circuit 
designation)  

Test conditions 

Parameters 

ES Class Off time 
(ms) 

Upk (V) Ipk (mA) 

   Normal     

Abnormal    

Single fault – 
SC/OC 

   

Test Conditions:  

  Normal –  

  Abnormal – Covering of ventilation openings, maximum load at output terminals 

Supplementary information: SC=Short Circuit, OC=Short  Circuit 

No single fault conditions considered necessary because the circuits of output connectors are supplied by the 
output circuits of approved power supply board that meet ES1. 
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5.4.1.4, 6.3.2, 

9.0, B.2.6 

TABLE: Thermal requirements P 

 Supply voltage (V)  .......................... : See below  

 Ambient Tmin (C)  ............................ : --  

 Ambient Tmax (C)  ............................ : See below  

Maximum measured temperature T of part/at......: T (C) Allowed 

Tmax (C) 

With single power module operating 

Supply voltage 90Vac 264Vac -- -- 

Power module location  Top Top -- -- 

SPS T1 59.5 59.6 -- 110 

SPS T2 46.5 46.7 -- 110 

Main Board HS1 55.3 55.1 -- 110 

Main Board HS2 50.6 50.4 -- 110 

Card PCB near heatsink 45 44.7 -- 90 

HDD 45.6 45.5 -- 90 

RTC 42.8 42.5 -- 100 

Tma 50 50 -- -- 

Tamb 24.1 24.0 -- -- 

Metal enclosure outside near SPS 42.9 42.5 -- 70 

Metal enclosure outside near HS1 42.5 42.4 -- 70 

Tma 25 25 -- -- 

Tamb 24.1 24.0 -- -- 

Supply voltage DC36V DC72V -- -- 

Power module location  Top Top -- -- 

SPS T1 49.3 49.3 -- 110 

SPS T2 47.6 48.1 -- 110 

Main Board HS1 55.3 55.6 -- 110 

Main Board HS2 50.6 51 -- 110 

Card PCB near heatsink 44.4 45 -- 90 

HDD 45.7 46 -- 90 

RTC 42.2 42.8 -- 100 

Metal enclosure outside near SPS 42.7 42.4 -- 70 
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Metal enclosure outside near HS1 41.1 41.5 -- 70 

Tma 50 50 -- -- 

Tamb 23.4 25 23.7 -- 

Metal enclosure outside near SPS 43.3 42.4 -- 70 

Metal enclosure outside near HS1 41.7 41.5 -- 70 

Tma 25 25 -- -- 

Tamb 23.4 25 23.7 -- 

Supplementary information: 

1) With a maximum ambient temperature of +50°C as declared by the manufacturer. 

2) Thermocouple method used for measuring the temperatures. 

3) Winding components (providing safety isolation): 

- Class 130 material (B)                     Tmax = 120°C - 10°C= 110°C 

- Class 105 material (A)                     Tmax = 100°C - 10°C= 90°C 

Temperature T of winding: t1 (°C) R1 () t2 (°C) R2 () T (C) Allowed 

Tmax (C) 

Insulation 
class 

 

 

5.4.1.10.2 TABLE: Vicat softening temperature of thermoplastics N/A 

Penetration (mm)........................................................ :    

Object/ Part No./Material Manufacturer/t
rademark 

T softening (°C) 

   

   

supplementary information: 

 

5.4.1.10.3 TABLE: Ball pressure test of thermoplastics N/A 

Allowed impression diameter (mm)  .................................. :  2 mm  

Object/Part No./Material Manufacturer/trademark Test temperature (C) Impression diameter (mm) 

    

Supplementary information: 

 

5.4.2.2, 
5.4.2.4 and 
5.4.3 

TABLE: Minimum Clearances/Creepage distance N/A 

Clearance (cl) and creepage 
distance (cr) at/of/between: 

Up 
(V) 

U r.m.s. 
(V) 

Frequenc
y (kHz)1 

Required 
cl (mm) 

cl 
(mm) 2 

Required3 
cr (mm) 

cr 
(mm) 
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Supplementary information:  

Evaluated as part of power supply 

 

5.4.2.3 TABLE: Minimum Clearances distances using required withstand voltage N/A 

 Overvoltage Category (OV): II 

 Pollution Degree: 2 

Clearance distanced between: Required withstand 
voltage 

Required cl 
(mm) 

Measured cl (mm) 

    

Supplementary information: 

 

5.4.2.4 TABLE: Clearances based on electric strength test N/A 

Test voltage applied between: Required cl 
(mm) 

Test voltage (kV) 
peak/ r.m.s. / d.c. 

Breakdown 
Yes / No 

    

Supplementary information: 

 

 

5.4.4.2, 
5.4.4.5 c) 
5.4.4.9 

TABLE: Distance through insulation measurements N/A 

Distance through 
insulation di at/of: 

Peak voltage 
(V) 

Frequency 
(kHz) 

Material  Required DTI 
 (mm) 

DTI 
(mm) 

      

Supplementary information: 

 

5.4.9 TABLE: Electric strength tests P 

Test voltage applied between: Voltage shape 
(AC, DC) 

Test voltage (V) Breakdown 
 Yes / No 

Basic/supplementary: 

Unit: Primary to Earth(Enclosure) (AC power 
supply) 

DC 2760 No 

Unit: Primary to Earth(Enclosure) (DC power 
supply) 

DC 4242 No 

Reinforced: 

Unit: Primary to Secondary (AC power supply) DC 4242 No 

Unit: Primary to Secondary (DC power supply) DC 2760 No 

Supplementary information:  

1. Test voltages not according to standard were requested by client. 

2. Applied d.c. voltage in one polarity for 60s and then repeated it in reverse polarity. 
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5.5.2.2 TABLE: Stored discharge on capacitors  N/A 

Supply Voltage (V), Hz Test 
Location 

Operating 
Condition 

(N, S) 

Switch 
position 

On or off 

Measured Voltage 

(after 2 seconds) 

ES Classification 

      

Supplementary information: 

X-capacitors installed for testing are: 

   bleeding resistor rating:) 
 

   ICX: 

Notes:  

A. Test Location: 

Phase to Neutral; Phase to Phase; Phase to Earth; and/or Neutral to Earth 

B.  Operating condition abbreviations: 

N – Normal operating condition (e.g., normal operation, or open fuse); S –Single fault condition 

 

5.6.6.2 TABLE: Resistance of protective conductors and terminations  P 

Accessible part Test current 
(A) 

Duration 
(min) 

Voltage drop 
(V) 

Resistance 
(Ω) 

Inlet earth pin to metal chassis (AC 
power source) 

40 2 0.2 0.005 

Inlet earth pin to metal chassis  (AC 
power source) 

32 2 0.128 0.004 

Inlet earth pin to metal chassis  (DC 
power source) 

50 2 0.4 0.005 

Supplementary information:  

 

5.7.2.2, 
5.7.4 

TABLE: Earthed accessible conductive part P 

Supply voltage ............................................................. : 264Vac — 

Location Test conditions specified in 6.1 of 
IEC 60990 or Fault Condition No 
in IEC 60990 clause 6.2.2.1 
through 6.2.2.8, except for 6.2.2.7 

Touch current 
(mA) 

Line/Neutral to metal enclosure (Normal / Reverse) 1 (for dual AC power supplies) 1.36 

2* N/A 

3 N/A 

4 N/A 

5 N/A 

6 N/A 

8 N/A 

8 N/A 
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Supplementary Information:  Test with three power modules together. 

 

Notes: 
[1] Supply voltage is the anticipated maximum Touch Voltage 

[2] Earthed neutral conductor [Voltage differences less than 1% or more] 

[3] Specify method used for measurement as described in IEC 60990 sub-clause 4.3 

[4] IEC60990, sub-clause 6.2.2.7, Fault 7 not applicable. 

[5] (*) IEC60990, sub-clause 6.2.2.2 is not applicable if switch or disconnect device (e.g., appliance coupler) 
provided.   

 

6.2.2 Table: Electrical power sources (PS) measurements for classification N/A 

Source Description  Measurement 
Max Power after 3 

s 
Max Power after 5 

s*) 
PS 

Classification 

  

Power (W) :    

VA (V) :   

IA (A) :   

Supplementary Information:  

(*) Measurement taken only when limits at 3 seconds exceed PS1 limits 

 

6.2.3.1 Table: Determination of Potential Ignition Sources (Arcing PIS) N/A 

Location 

Open circuit 
voltage 

After 3 s 

(Vp) 

Measured r.m.s 
current 

(Irms) 

Calculated  value 

(Vp x Irms) 

Arcing PIS? 

Yes / No 

     

Supplementary information: 

 

An Arcing PIS requires a minimum of 50 V (peak) a.c. or d.c.  An Arcing PIS is established when the product of 
the open circuit voltage (Vp) and normal operating condition rms current (Irms) is greater than 15. 

 

6.2.3.2 Table: Determination of Potential Ignition Sources (Resistive PIS) N/A 

Circuit Location (x-y) 
Operating Condition 
(Normal /  Describe 

Single Fault) 

Measured 
wattage or VA 
During first 30 

s (W / VA) 

Measured 
wattage or VA 
After 30 s (W / 

VA) 

Protective Circuit, 
Regulator, or PTC 

Operated? 
Yes / No 

(Comment) 

Resistive 
PIS? 

Yes/No 
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